450 .8s

FEATURES

KINGPIN: 9/16" Rivet diameter FINISH: Corrosion resistant bright zinc
& BALL BEARINGS: 5/16" diameter upper race; 1/4" diameter HARDENED:  Sealed raceway
= lower race SPECIAL: Automotive fire traction; full floor protection;

5y BUSHING: Sealed Precision Ball Bearings quiet operafion
AXLE&NUT: 1/2" axle and lock nut PLY RATING:  Ply rafing is 4, maximun PSl is 50

EXCELLENT FOR:

o Uneven floors such as
agricultural, institutional
and industrial

PNEUMATIC PNEUMATIC FLAT FREE

Quiet Cushion ride
Shock and Vibration LUG SAWTOOTH SAWTOOTH

Prolonging equipment life

Floor Protection WHEEL CASTER _ PART NUMBER
:’Iullf(orm and Large stock ?_Lui\eier Ireuﬂlidth (upc::ily Lbs.| Bearing Type a‘é’é‘l’"ﬂ (I)'I‘é?;llllll Tire Size (lizir Splile((ilng Wheel Type —_— ‘%I(%F Rigid I
Tucks & ‘_!
e re— ) | § | » (€D DD 2 O )
i " recision Ba " . .50- ac " at Free (Lug -A38H-FF(- § -A38H-FFC- b
*  Hotel Equipment 21/2 275 | PredsionBall | | y 10 2.50-4 | Black Flot Free (Lug) $7908-A38H-FFC-PBB~ 6.30  R7908-A38H-FFC-PBB  5.52
recision Bal .50- Jac neumatic (Lug -A38H-PNC- b -A38H-PNC- b
300 | Precsion Bal 2.50-4 | Black | 3" | P (Lug) $7908-A38H-PNC-PBB ~ 6.58  R7908-A38H-PNC-PBB  5.70
31/2" 300 | PredsionBall | , e | 11 410/3504 | Black | 4" | Flot Free (Sawiooth)  S7910-A38H-FFC-PBB ~ 7.41  R7910-A38H-FFC-PBB  7.14
OPTIONS: 350 | Precsion Ball 410/3504 | Black | 4" | Pneumatic(Sawiooth) S7910-A38H-PNC-PBB ~ 7.69  R7910-A38H-PNC-PBB  7.32

SLB Side Locking Broke m 31/2" | 450 | precionball | 9 | 14 |4.10/3.50-6 Bock | 4" | Pneumaic(Sawloath) ~ S7912-A38H-PNC-PBB 11.25 R7912-A38H-PNC-PBB 10.00

* Al 8" 10" and 12" Pneumatics are fitted with a 3 pc. Split Rim / Bolt through flanged hub design

FINISHES:

70?AB  Antique Brass
70?AC  Antique Copper
7024F  Black Flat
70746 Black Gloss
7041 Black lonic
7071 Brass Lacquer
707N Brush Nickel
7022 Chrome

70?PB  Polished Brass

Inquiries on other finishes welcome
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